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Almost five times heavier than some existing vehicle hammers 
 

Suitable for annealed & toughened double glazing 
 

Spreads and pushes glass away on impact 
 

Massive 60 degree strike angle range 
 

Finger guard for added protection 
 

NEW patented design 
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For further information visit www.lifeaxe.com 
Or write to: 

Lifeaxe Ltd - PO Box 960 - Cheltenham - Gloucestershire - England - GL50 9DY 
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EMERGENCY USE ONLY

������� ����� Emergency Glass Breaking Equipment Manufacturers 

Technical Information: �������  emergency hammers   

LIFEAXE TM            Light  
 

Part Code:             L10 
Material:                 PP 
Colour:                   Red or green 
Strike tip:                Hardened steel 
Coating:                 Zinc plated 
                               Yellow passivated 
Glass thickness:    Up to 6 mm 
                                

LIFEAXE TM            Industrial  
 

Part Code:             D15 
Material:                 PP 
Colour:                   Red or green 
Strike tip:               Tungsten steel 
Coating:                 Zinc plated 
                               Yellow passivated 
Glass thickness:    Up to 8 mm 

Overall dimensions Features 

Commercial & Industrial buildings 
Domestic housing, apartments etc 
Buses, coaches, mini buses, trains  
Marine vessels, off shore etc 
Emergency services, security, military 

Suitable applications 

�������� emergency hammers offer 
the following unique features: 
 

· Up to 60 degrees strike angle range 
· Finger guard for added protection 
· Multiple impact strike heads 
· Steel or tungsten carbide strike tips 
· Ability to break up to 8 mm     

toughened and annealed glass 
· Up to 5 times heavier than vehicle 

hammers 
· Massive impact & torque strength 
· Large grip and knuckle area 
· High melt point materials 
· Supplied with a holder for mounting 

to walls or steel bulkheads 
· Manufactured from high grade    

materials which are impervious to 
oil, water & chemicals 

· Fits within existing protection cases 
· Pushes glass away on impact 
· Capable of breaking double glazing 
· Suitable for professional users 
 

Tel: 44 (0)1242 231096 
 

Email: info@lifeaxe.com 
Web: www.lifeaxe.com 
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Please note: 
LIFEAXE Ltd reserves the right to alter or change the design and specification of all products without prior notification.  

All information relating to size is approximate. 

Lifeaxe Ltd - PO Box 960 - Cheltenham - Gloucestershire - England - GL50 9DY 
 

Registered in England - No: 05443304 
Registered office: Smith House - George Street  - Nailsworth - Stroud - Glos - GL6 0AG 


